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1. Surface formation is the Mesa Verde.
2. Anticipated Geologic markers are: Castlegate 900', Mancos 1000', Dakota

Silt 4400', Dakota 4500', Morrison 4630'.
3. Gas is anticipated in the Dakota and Morrison. No oil or other minerals

are anticipated. No water sands are expected.
4. Proposed casing program: See item no. 23 above. The 7" casing will not berun it water is not encountered above the proposed setting depth. Hole

size will be reduced to 7-7/8" and 225 sx of cement will be used for the4-3/2" casing.
5. Pressure control equipment: See Attached well control plan and schematic

of contractor's BOP stack. BOP's will be tested before drilling out from
under surface casing and checked daily.

6. Air or mist drilling will be used to drill the surface hole unless water
is encountered. If water is encountered, chemical-gel mud will be used.
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Lone Mountain Production Company
Well No. San Arroyo Unit Federal 49
NENWSec. 29, T. 16 S., R. 26 E.
Grand County, Utah
Lease U-025245

CONDITIONSOF APPROVAL

Approval of this application does not warrant or certify that the
applicant holds legal or equitable title to those rights in the
subaect lease which would entitle the applicant to conduct
operations thereon.

Be advised that Lone Mountain Production Company 15 considered to be the
operator of the above well and is responsible under the terms and
conditions of the lease for the operations conducted on the leased lands.

Bond coverage for this well is provided by UT0719 (Principal - Lone
Mountain Production Company)via surety consent as provided for in 43 CFR 3104.2.

This office will hold the aforementioned operator and bond liable until
the provisions of 43 CFR 3106.7-2 continuing responsability are met.

A. DRILLING PROGRAM

All lease operations will be conducted in full compliance with
applicable regulations (43 CFR 3100), Onshore 011 and Gas Order No. 1 and
Onshore 011 and Gas Order No. 2 and the approved plan of operations. The
operator is fully responsible for the actions of his subcontractors. A
copy of these condat3ons and the approved p3an will be made available to
the field representative to insure compliance.

1. If consolidated rock is encountered, conductor shall be set ten
(10) feet unto underlying bedrock with cement circulated to surface.

2. Surface casing shall have a centralizer on each of the bottom three
3oints.

3. A float valve above the bit shall be in place and operational during
air/gas drilling,

4. BOP systems will be consistent with API RP 53 Pressure tests will be
conducted befor drilling out from under all casing strings which are
set and cemented in place. Blowout preventer controls will be installed
prior to drilling the surface casing plug and will remain in use until
the we)) is completed or abandoned. Preventers will be inspected and oper-
ated at least daily to ensure good mechanical working order, and this
inspection recorded on the daily drilling report. Preventers will be
pressure tested befor drilling casing cement plugs.

5. tio hexavalent chromate additives will be used in the mud system in order
to protect usable quality water



6. Whether the well is completed as a dry hole or as a producer, "Well
Completion and Recompletion Report and Log" (Form 3160-4) will be
submitted to the District Office not later than thirty (30) days after
completion of the well or after completion of operations being performed,
in accordance with 43 CFR 3162.4-1. Two copies of all logs, core descrip-
tions, core analyses, well test data, geologic summaries, sample descrip-
tion, and all other surveys or data obtained and compiled during the
drilling, workover, and/or completion operations, will be filed with
Form 3160-4. Samples (cuttings, fluids, and/or gases) will be submitted
when requested by the Moab District Manager.

7. Daily drilling and completion progress reports shall be submitted to the
Moab District Office on a weekly



Company· Lone llountain
Well: 47, 48, & 49

Section:29,30,31,'I'.16S.,R.260.

CONDITIONS OF APPROVAL
SURCACE USD PLAD

CONSTRUCTIOll•

1. During periods of wet ceather when activity would result in

increased erosion, in loss of soil or vegetaLion, or in heavy deep
rutting to access routes, activity will stop. Ruts of six inches or
more vill be considered excessive.

2. Surface disturbance and vehicular travel uill be limited to the
approvec locations and access roads (rc.p il & plat #2).

PRODUCTIOI

1. If the voll is a producer, the side cast material along the access
route and the fill slopes on the location vill be soeded with a
mixture etermined by the EL:. Secoing will enhance road
stabilization and closion control.

2. Pipelino construction will be addressed esparately from the
drilling application c1ther by a Lunary > atice or a Rights of Way
application.

3. Tne access will be to the deEign of a ClaSS 111



C. SURFACEUSE PLAN

1. All site security guidelines identified in 43 CFR 3162.7-5 and
ONSHOREOIL ANDGAS ORDERNO. 3; SITE SECURITYwill be adhered to.

2. Gas measurement will be conducted in accordance with the ONSHORE
ORDERNO. 5; GAS MEASUREMENTand 43 CFR 3162.7-3.

3. 011 measurement will be conducted in accordance with ONSHOREOlL AND
GAS ORDERNO. 4, OIL MEASUREMENTas of the effective date of
August 23, 1989 and 43 CFR 3162.7-2.

4. All loading lines and valves will be placed inside the berm surround-
ing the tank battery.

5. All off-lease storage, off-lease measurement, or commingling on-lease
of off-lease will have prior written approval from the Assistant
District Manager.

6. Pipeline construction activity is not authorized under this permit.

7 Produced waste water will be confined to an unlined pit for a period
not to exceed ninety (90) days after initial production. During
the ninety (90) day period, an application for approval of a permanent
disposal method and location, along with the required water analysis,
will be submitted for the Assistant District Manager's approval
pursuant to Onshore 011 and Gas Order No. 3 (NTL-2B).

8 There will be no deviation from the proposed drilling and/or workover
progaram without prior approval from the Assistant District Manager.
Safe drilling and operating practices must be observed. All wells,
wether drilling, producing, suspended, or abandoned, will be identi-
fled in accordance with 43 CFR 3162.3-6.

9 The dirt contractor will he provided with an approved copy of the
surface use plan of operations.

10. Copies of all water analysis required by the State of Utah in relation
to surface discnarge of produced water will be submitted to the Moab
District Office, Bureau of Land



D. Anticipated Starting Dates and Notifications of Operations:

Required verbal notifications are summarized in Table 1, attached
Written notification in the form of Sundry Notice (Form 3160-5) will
be submitted to the District Office within twenty-four (24) hours
after spudding. If the spudding occurs on a weekend or holiday, the
written report will be submitted on the following regular work y.

Immediate Report: Spills, blowouts, fires, leaks, accidents, or any
other unusual occurrences shall be promptly reported to the Resource
Area in acco dance with requ3rements of NTL-3A.

Should the well be successfully completed for production, the Assistant
District Manager, Minerals Division will be notified when the well is
placed in producing status. Such notification will be sent by telegram
or other written communication, not latée than five (5) business days
following the date which the well is placed on production.

A first production conference will be scheduled within fifteen (15)
days after receipt of the first production report. The Resource Area
Office will coordinate the field conference.

A "Subsequent Report of Abandonment" (Form 3160-5) will be filed with
the Assistant District Manager, Minerals Division within thirty (30) days
following completion of the well for abandonment. This report will indicate
where plugs were placed and the current status of surface restoration. Final
abandonment will not be approved until the surface reclamation work required
by the approved APD or approved abandonment notice has been completed
to the satisfaction of the Area Manager of his representative, or the
appropriate surface managing agency.

Approval to vent/flare gas during initial well evaluation will be
obtained from the District Office. This preliminary approval 111 not
exceed 30 days or 50 MMCFgas. Approval to vent/flare beyond this
initial test period will require District Office approval pursuant to
guidelines in NTL-4A.

"Sundry Notice and Report on Wells" (Form 3160-5) will be filed for
approval for all changes of plans and other operations in accordance
with 43 CFR 3162.3-2.

This permit will be valid for a period of one (1) year freT the date of
approval. After permit termination, a new application will be filed
for approval for any future



TABLE1

NOTIFICATIONS

Notify Elmer Duncan of the Grana Resource Area, at

(801) 259-8t93 for the following:

2 days prior to commencement of dirt work, construction or reclamation;

1 ddy prior to spudding;

50 feet prior to reaching intermediate casing depth;

3 hours prior to testing B0P's and v.termediate casing.

If the person at the above number cannot be reached, then notify Fred
Oneyear in the Moab District Office at (801) 259-6111 or at home (801)
259-5937 (If unseccessful, then notify one of the following people listed
below).

Notify the Moab District Office, Branch of Fluid Minerals at (801) 259-6111
for the following•

No well abandonment operations will be commenced without the prior
approval of the Assistant District Manager, Minerals Division.
In the case of newly drilled dry holes, and in emergency situations,
verbal approval can be obtained by calling the following individuals,
in the order listed.

Dale Nanchester, Petroleum Engineer Office Phone: (801) 259-6111

Home Phone· (801) 259-6239

Eric Jones, Petroleum Engineer Office Phone: (801) 259-6111

Home Phone• (801) 259-2214

If unable to reach the above individuals including weekends, holidals, or
after hours please call the following

Lynn Jackson, Office Phone. (801) 259-6111
Chief, Branch of Fluid Minerals

Home Phone (801' 259-7990

24 HOURSADVANCENOTICE IS REQUIREDFOR ALL





ZME & H , UD.
Well location, Z8:T UTE TRIgAL#4-21, located
as shown in the NW 1/4 MW 1/4 of Section 21,TSS, R40( U.S.B.&Af• T5S, R4W, U.S.B.acM. Duche ne County, Utah. -

"' NB9 46'16"W -

5261.35• BASIS OF ELEVATION

BENCH MARKLOCATEDIN THE NW 1/4 SW 1/4 OF SECTION
21, TSS, R4W, U.S.B.&M. TAKEN ROM THE DUCHESNE
SE QUADRANGLE,UTAH - DUCH NE COUNTY,7.5 MINUTE
QUAO. (TOPOGRAPHICMAP) PUB HED BY THE UNITED
STATES DEPARTMENTOF THE INT¶RIOR,GEOLOGICALAT UIE IÑ/ÑA- Å¯ZI
SURVEY. SAID ELEVAT10NIS MAAKEDAS BEING 6098

Elev. Ungraded Ground = 6489' FEET.
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STATEOF UTAH

UnrrAH ENGINEERING & Lako SURVEYING
P. 0. BOX $758 - 86 SOUTH - 200 £ASTSea·47w

- 60.06 (G.L.O.)
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TO BEAR NOOJ'if MA1BER F1l£
COLD ZINKE & TRUMBO,



Ten Point Plan
Zinko & Trumbo LTD.
Z&f ute Tribal 4-21

NW 1/4 ,NW 1/4, Soc. 21. T.5 S., R.4 W.

1. Surface Formation:

Uintah

2. Estimated Formation Tops and Daty

Formation Death Datum
Uintah surface 6489' GL.
Green River 1271' 5218'
Oil Shale 2479' 4010'
X Marker 4319' 2170'
Black Shale 5095' 1394'
Castle Peak Lime 5399' 1090'
Green River Lime 5815' 674'
LJasatch Soul 508'
T.D. 6200' 289'

3. Producing Formation Depth:

Formation objective include the breen River and tho Wasatch.

4. Proposed Casing Program:

Hole Casing Casing insing Casing Setting Casing
Size Size Wetght/Ft. Grade CouRiing De_p_ht New/Used
17 1/2 13 3/8 48 H-40 ST&C 90 NEW
12 1/4 8 5/8 24 3 -55 Sl&C 500 NEW

7 7/8 5 1/2 17 J-55 ST&C T.D. Used

5. BOP and Pressure containment Data:

The anLicipated bottom hele piessel is less knan 2500 psi.

A 3000 psi WP BOP system as Gescribea in the BOP and Pressure
Containment Data (attachea ) will be installed and maintained from the
8-5/8" surface casing. THE dOP system including the casing will be
pressure tested to the minimun stancjards set forth in "On Shore Order
:12". The 80Ps taill oe ,e<.hanically cheched daily during drilling



6 . Mudham

Interval Mud Weight Viscosity Fluid Loss Mud Type
lbs./nal. Sec./Ot. Ml/30 Mins.

0-500' Clear Water ---- No Control Water/Gel
SOO-T.D. 8.8 30 No Contro) 5°/. KCL

L.S.N.D.

7. Auxiliary Equipment:

Upper Kelly cock, full opening stabbing valve, 2 1/2" Choke manifold
and pit level indicator .

8. Test_ing, Coring, Sampling and Loggingi

a) Test: None are enticipated.

b) Coring: There is the possibLilty of sidewall coring.

c) Sampling: Every 10' from SOO' to T.D.

d) Logging: Tyge Interval
DLL/SFL W/GR and SP T.D. to surf. csg.
FDC/CNL W/LR and CAL

9. Abnormalities Íincluding spyLeag?

No abnormal pressures, temperature or other hazards aro anticipated.
Oil and gas shows may be out --ipated in the breen River and Wasatch
Formations.

10. Drilling Schedule:

The anticipated starting date is May 1, 1991. Duration of operations
is expected to bo around 15 days.

disk 49
file



ZINKE & TRUMBO LTD.

13 POINT SURFACE USE PLAN

FOR

WELL LOCATION

Z&T UTE TRIBAL 4-21

LOCATED IN

N.W. 1/4 , N.W. 1/4

SECTION 21, T.5 S., R.4 W., U.5.B.& M.

DUCHESNE COUNTY , UTAH

LEASE NUMBER: BIA-14-20-H62-3414

SURFACE OWNERSHIP: UTE TRIBE

CISK 49
FILE



1. EXISTING ROADS

TO REACH THE ZINKE & TRUMBO LTD. WELL, Z&T Ute Tribal 2-21
LOCATION, IN SECTION 21, T.S 5.. R.4 W., FROM MYTON, UTAH.

STARTING IN MYTON, UTAH PROCEED WEST ON US HIGHWAY 40, 8 MILES TO
THE ANTELOPE CANYON ROAD. TURN SOUTH AND PROCEED 6.6 MILES TO THE
SOWERS CANYON ROAD. TURN RIGHT ON [HE SOWERS CANYON ROAD AND
PROCEED SOUTH AND WEST 3.7 MILEb. TURN SOUTH ON AN OIL FIELD
ACCESS ROAD AND PROCEED SOUTH 1.S MÏLES TO THE FORK IN THE ROAD.
TURN RIGHT AT THE FORK IN THE ROAD AND PROCEED .75 MILES TO THE
LOCATION.

THE EXISTING OIL FIELD SERVICE ROAD MAY NEED SOME SURFACE MATERIAL
TO PREVENT OR REPAIR HOLES IN THE ROAD DUE TO HEAVY TRUCK TRAFFIC
DURING THE DRILLING AND COMPLETION OPERATION. IF REPAIRS ARE MADE
THE OPERATOR WILL SECURE SURFACING MATERIAL FROM PRIVATE SOURCES.

PLEASE SEE THE ATTACHED MAP FOR ADDITÏONAL DETAILS.

2. PLANNED ACCESS ROAD

THERE WILL BE APPROXIMATElY 400 FEET OF NEW ROAD CONSTRUCTION
REQUIRED.

THE PROPOSED ACCESS ROAD WILL BE-

A) APPROXIMATE LENGTH 400 FT.
B) RIGHT OF WAY WIDTH 30 FT.
C) RUNNING SURFACE 18 FT.
D) SURFACING MATERIAL NATIVE SOIL.
E) MAXIMUM GRADE 5 i
F ) FENCE CROSSINGS NONE
G) CULVERTS NONE
H) lURNOUTb:

ONE TRUNOUT WILL BE CONSTRUCTED AT THE INTERSECTION OF THE
ACCESS ROAD AND THE MAlN EXISTING ROAD. THE TURN OUT IS
REQUIRED 10 ACCOMADATE WATER TRUCKS DURING THE DRILLING
OPERATION AND FOR TANKERS IF THE WELL 15 A PRODUCER.

I) MAJOR CUTS AND FILL3 NONE
3) DROPOSED ROAD FLAGGED YES
K) ACCESS ROAD SURFACE OWNERSH1P UlE TRIBE

HEWI Y CONSTRUCTFD ROADS WELL DE BulLT USING NATIVE SOILS FROM
BORROW PI TS ON EITHER OR BOTH SIDES OF IHE RU D. THE ROAD WILL BE
CROWNED AND DITCHED. DITCHES WELL BC CONSTRUCTED Al.ONG EITHER SIDE
WHLRE If IS DETERMINED NECELLAWi :0 HANDLE WUN Uit AND M1NIMIZE THE
POSSIBILITY OF



PLEASE SEE THE ATTACHED LOCATION PLAT FOR ADDITIONAL DETAILS.

NO RIGHT OF-WAY WILL BE REQUIRED. ACCESS WILL 8E VIA THE RIGHT-OF-
WAY GRANTED FOR WELL 1-19 IN SECTION 19, T.5 5., R.4 W.

ALL TRAVEL WILL BE CONFINED TO EXISTING ACCESS ROAD RIGHT-OF-WAYS.

ACCESS ROADS AND SURFACE DISTURBING ACTIV1TIES WILL CONFORM TO
STANDARDS OUTLINED IN THE USGS PUBLICf)TION (1978) SURFACE OPERATION
STANDARDS FOR OIL AND GAS DEVELOPMENT.

3. LOCATION OF EXISTING WELLS

THE FOLLOWING WELLS ARE LOCATED WITHIN A ONE MILE RADIUS OF THE
LOCATION SITE.

A) PRODUCING WELLS:
WELL 16-16 SECTION 16, T.5 5., R.4 W.
WELL 1-20 SECTION 20, T.5 5., R 4 W.
WELL 8-21 SECTION 21, T.5 S., R.4 W.
WELL 14-15 SECTION 15, T.5 5., R.4 W.
WELL 4-22 SECTION 22, T.5 5., R.4 W.
WELL 2-21 SECTION 21, T.5 5., R.4 W.
WELL 10-12 SECTION 21, T .5 5., R.4 W.

B) WATER WELLS NONE
C) ABANDONED WELLS:

WELL 7-20 SECTION 20, T.5 L., R.4 W.

D) TEMPORARILY ABANDONED WELLS NONE
E) DISPOSAL WELLS NONE
F) DRILLING WELLS NONE
G) SHUT IN WELLS NONE
H) INJECTION WELLS NONE
1) MONITORING OR OBSERVATION WELLS NONE

PLEASE SEE THE ATTACHED MAP FOR ADDITIONAL DETAILS.

4. LOCATION OF TANK BATTERIES, RODUCTlON FACILI IEicAND PRODUCTION
GATHERING AND SERVICE LINES.

ALL PRODUCTION FACILITIES ARE FU BE CONTAINED WITHIN THE PROPOSED
LOCATION SITE. PLEASE SEE THE ATTACHED PLOT PLAN FOR A TYPICAL
PUMP JACK, LINE HEATER AND SEPARATOR INSTALLATION AND WELL SITE
PIPING CONNECTION. THE PRODUCTION TANKS WELL BE PLACED BETWEEN
POINTS 5 & 4.

ALL PERMANENT (ON SITE FOR LIX MONTHE OR LONGER) STRUCTURES
CONSTRUCTED OR INSTALLED WILL DE PAÏNTLD A DESER1 BROWN COLOR. ALL
FACILITIES WILL BE PAINTED WllHIN LIX MONTHS OF INSTALLATION.
FACILITIFS REQUIRED TO COMPLY WITH O.S.H.A. (OCCUPATIONAL



AND HEALTH ACT) WILL BE EXCLUDED. THE REQUIRED PAIN1 COLOR 15
DESERT BROWN (10 YR. 6/4).

THE TANK BATTERY WILL DE LURuuUNDED BY A DIKE OF SUFFICIENT
CAPACITY TO CONTAIN THE STORAGE CAPACITY OF THE LARGESE TANK IN THE
BATTERY. THE INTEGRITY OF THE DIKE WÏLL DE MAINTAINED.

ALL LOAD LINES WILL BE PLACED INilDE THE DIKE SURROUNDING THE TANK
DATTERY.

ALL SITE SECURITY GUIDELINES IDENTIFIED IN 43 CFR 3102.7 REGULATION
WILL 8E ADHERED TO.

ALL OFF-LEASE STORAGE, OFF LEASE MEASUREMENT, OR COMMINGLING ON-
LEASE OR OFF-LEASE WILL HAVE PRIOR WRITTEN APPROVAL FROM THE
AUTHORIZED OFFICER.

GAS METER RUNS WILL BE LOCATED WITHIN SOO' OF THE WELL HEAD. THE
GAS LINE WILL BE BURIED, OR ANCHURED DOWN FROM THE WELL HEAD TO THE
METER. METER RUNS WILL BE HOUSED AND/OR FENCED.

THE GAS METER WILL BE CALIBRATED AND THE TANK STRAPPED IN PLACE
PRIOR TO ANY DELIVERIES. TESTS FOR METER ACCURACY WILL BE
CONDUCTED MONTHLY FOR THE FIRST THREE MONTH3 ON NEW METER
INSTALLATIONS AND AT LEAST GUARTERLY THEREAFTER. THE AUTHORIZED
OFFICER WILL BE PROVIDED WITH A DAlE AND TIME FOR THE INITIAL METER
CALIBRATION AND ALL FUTURE METER PROVIN6 SCHEDULES. A COPY OF Til
METER CALÏ8RATION REPORTS WILL BE SUBMITTED TO THE VERNAL DISTRICT
OFFICE. ALL MEASUREMENT FACILITIES WILL CONFORM WITH API AND AGA
STANDARDS FOR GAS AND LIOUID HYDROCARBON MEALUREMENE.

5. LOCATION AND TYPE OF WATER SUPPLY

WATER FOR THIS WELL WaL OL HAULED OY TRUCK i ROM JIM NEBEKER'S (JOE
SHIELDS) POND.

6. SOURCE OF CONSTRUCTION MAft s i

ALL CONSTRUCTION MATERIAL FUW EHIa LOCATION SITE AND ACCESS ROAD
SHALL BE BORROW MATERIAL ACEUMULATED DURING CONSTRUCTION OF THE
LOCATION SITE AND ACCESS ROAD. ADDifIONAL ROAD GRAVELS OR PIT
LINING MATERIAL WILL BE OBTAINED FROM PRIVATE SOURCES.

7. METHODS FOR HANDLING WASTE DI POSM

A) PIT CONSTRUCTION AND LINERS:

THE RESERVE PIT WILL BE APPROXIMATELY 13 FT. DEED AND AT LEAST
ONE-HAl F OF THIS DEPTH SHALL BE BELOW THE SURFACE OF THE
EXISTING



lHE RESERVE PIT WILL BE LINED WIfH A 12 MIL PIT LINER. THE PIT
LINER WILL BE TORN AND PERFORATED AFTER THE PIl DRYS AND BEFORE
BACK FILLING THE RESERVE PIT. THE RESERVE PIT WILL BE
REASONABLY FREE OF HYDROCARDONS BEFORE 1HE PIT IS BACK FILLED.

ONE-HALF OF THE RESERVE PIT WILL BE USED AS A FRESH WATER
STORAGE AREA DURING THE DRILLING OF THIS WELL AND THE OTHER ONE-
HALF WILL BE USED TO STORE NON-FLAMMABLE MATERIALS SUCH AS
CUTTINGS, SALTS, DRILLING I-LUlDb, CHEMICALS, PRODUCED FLUIDS,
ETC.

8) PRODUCED FLUIDS:

PRODUCED WATER WILL BE CONFINED TO THE RESERVE PIT, OR IF DEEMED
NECESSARY, A STORAGE TANK FOR A PERIOD NOT TO EXCEED 90 DAYS
AFTER INITIAL FRODUCTION. DURING THE 90 DAY PERIOD AN
APPLICATION FOR APPROVAL EOR A PERMANENT DISPOSAL METHOD AND
LOCATION WILL BE SUBMITTED 10 THE AUTHORIZED OFFICER.

C) GARBAGE:

A TRASH CAGE csBRICATED FROM EXPANDED METAL WILL BE USED TO
HOLD TRASH ON LOCATION ANf.. alLL BE REMOVED TO AN AUTHORIZED LAND
FILL LOCATION.

D) SEWAGE:

A PORTABLE CHEMICAL TOILET WILL BE SUPPLIED FOR HUMAN WASTE.

E) SITE CLEAN-UP:

AFTER THE RIG IS MOVED OUT THE AREA AROUND THE WELL SITE WILL BE
CLEANED AND ALL REFUSE REMOVED.

8. ANCILLARY FACILITIES

THERE ARE NO ANCILLARY FAC--IIIES PLANNED FOR Af THIS TIME AND NONE
ARE FORESEEN FOR THE



9. WELL_LSITE LAYOUT

LOCATION DIMENSIONS ARE AS FOLLOW:

A) PAD LENGTH 300 FT.
8) PAD WIDTH 140 FT.
C) PIT DEPTH 13 FT.
D) PIT LENGTH 18O FT.
E) PIT WIDTH 60 FT.
F) MAX CUT 16.9 FT.
G) MAX FILL 12.9 FT.
E) TOTAL CUT YDS 10,530 CU. YDS.
F ) PIT LOCATION NORfH WEST BETWEEN POINTS 4 & 5
G) TOP SOIL LOCATION ON THE EAST END BETWEEN POINT 6 & 8
H) ACCESS ROAD LOCATION ON THE WEST END BETWEEN 2 & 3
I) PIT VOLUME 14100 88LS
J ) FLARE PIT NORTH EAST BETWEEN POINTS 5 & 6

PLEASE SEE THE ATTACHED LOCATÏON DIAGRAM FOR ADDITIONAL DETAILS.

ALL PITS WILL BE FENCED ACCCRDING TO THE FOLLOWING MINIMUM
STANDARDS:

A) 39 INCH NET WIRE SHALL DE UcED WITH AT LEAST ONE STRAND OF
WIRE ON FOP OF THE NEI WlkE (BANGLU WIWE 16 N01 NECESSARY IF
PIPE OR SOME TYPE OF REENFORCEMENT ROD IS ATTACHED TO THE TOP OF
THE ENTIRE FENCE).

8 ) THE NET WIRE SHALL BE NO MORE THAN 2 INCHES ABOVE THE
GROUND. THE BARBED WIRE SHALL BE 3 INCHES ABOVE THE NET WIRE.
TOTAL HEIGHT OF THE FENCE SHALL BE AT LEAST 42 INCHES.

C) CORNER POSTS SHALL BE CEMENTED AND/OR BRACED IN SUCH A
MANNER TO KEEP THE FENCE TIGHT Al ALL TIMES.

D) STANDARD STEEL, WOOD OR PIPC POSTS SHALL DE USED BETWEEN THE
CORNER BRACES. MAXIMUM DJSIANCE DETWEEN ANY TWO PO6TS SHALL
BE NO GREATER THAN 16 FEET.

E) ALL WIRE SHALL BE STRETCHED, BY USING A STRETCHING DEVICE,
BEFORE IT IS ATTACHED 10 THE CORNER POLTS.

10. PLANS FOR RESTORATION OF THE SURFACE

PRIOR TO CONSTRUCTION OF THE LOCATION, THE TOP b INCHES OF SOIL
MATERIAL WIs BE STRIPPED AND STOCKPILED. THIS WILL AMOUHT TO
APPROX1MATELY 1,000 CUBIC YARDL De MAlERIAL. PLACEMENT OF THE TOP
SOIL IS NOTED ON THE ATIACHED LOCh'ION PLAf. WHEN ALL DRILLING
AND COMPLETION ACTIVITIES HAVE BEEN COMPLETED THE UNUSED



OF THE LOCATI3N (THE AREA OUT SIDE THE DEAD MEN) WILL BE
RECONTOURED AND THE TOPSOIL SPREAD OVER THE DISTURBED AREA.

THE DIRT LONTRACTOR WILL BE PRGVIDED WITH AN APPROVED COPY OF THE
SURFACE USE PLAN PRIOR TO CONSTRUCTION ACTIVITIES.

ANY DRAINAGE REROUTED DURlNG THE CONSTRUCTION ACTIVITIES SHALL BE
RESTORED TO IT'S ORIGINAL LINE OF FLOW OR AS NEAR AS POSSIBLE.

ALL DISTURBED AREAS WILL BE RECONTOURED TO THE APPROXIMATE NATURAL
CONTOURS.

PRIOR TO BACK FILLING THE Pll THE TENCES AROUND THE RESERVE PIT
WILL BE REMOVED. THE PIl LINER WILL BE CUT OFF AT THE WATER OR
MUD LINE AND DISPOSED OF Af AN APPROVED LANL FILL SITE. THE LINER
WILL ALSO BE TORN AND PERFORATED AFTER THE PIT DRYS AND BEFORE
BACK FILLING OF THE RESERVE PIT.

THE RESERVE PIT WILL BE RECLAIMED WITHIN 90 DAYS OF WELL
COMPLETION. IF THE RESERVE PIT IS NOT DRY ENOUGH TO ALLOW BACK
FILLING AN EXTENSION 00 THE TIME REQUIREMENT FOR BACK FILLING THE
PIT WILL BE REQUESTED. ONCE RECLAMATION AClIVITIES HAVE BEGUN,
THEY SHALL BE COMPLETED WIlHIN 30 DAYS.

ArTER THE RESERVE PIT HAL BEEN REEtnIMED NO DEPRESSIONS IN THE
SOIL COVERING THE RELERVE PlT WÏLL DE ALLOWED. THE OBJECTIVE IS
TO KEEP SESONAL RAIN FALL AND RUN OFF FROM SEEPING INTO THE SOIL
USED TO COVER THE RESERVE PIT. DIVERSION DITCHES AND WATER BARS
WILL BE USED TO DIVERT RUN OFF AL NEEDED.

WHEN RESTORATION ACTIVITIES HAVE BEEN COMPLETED, THE LOCATION SITE
AND NEW ACCESS ROAD CUTS AND SHOULDERS SHALL BE RESEEDED. PRIOR
TO RESEEDING, ALL DISTUROED AREAS, INCLUDING THE OLD ACCESS ROAD,
WILL BE SCARIFIED AND LEF1 WITH A ROUGH SURFACE.

A) RECOMMENDED SEED MIXEURE:

RUSSIAN RYE 60 PER ACRE.
FAIRWAY CRESTED WHEAT GRASS 60 PER ACRC.

8) SEEDING DATES:

AFTER SEPTEMBER 15, 1991 AND BEEORE THE GROUND FREEZES.

SEED WILL BE BROADCAST OR DRILLED AT THE TIME SPECIFIED BY THE
BLM. IF BROADCASf, A HARROW UR SOME OTHL-R IMPLEMENT WILL BE
DRAGGED OVER THE SEEDED AREA TO ASSURE SEED COVERAGE AND THE SEED
MIXTURE WILL BE PROPORTIOND LY -ARGER (DOUBLL THE LDS. PER



AT SUCH TIME AS THE WELL IL PLUGGED AND ADANDONED THE OPERATOR
WILL SUBMIT A SURFACE RECLAMATION PLAN TO THE SURFACE MANAGEMENT
AGENCY FOR PRESCRIBED SEED MIXTURE AND RESEEDING REQUIREMENTS.

11. SURFACE OWNERSHIP:

THE UTE TRIBE

12. OTHER INFORMATION

A) VEGETATION:

THE VEGETATION COVERAGE IS SLIGHT. WITH THE MAJORITY MADE UP
OF RABBIT, SAGE, AND BITTER BRUSH. ALSO FOUND ON THE LOCATION
13 PRICKLY PAIR, INDIAN NICE GRASS AND YUCLA.

B) DWELLINGS:

THERE ARE NO OCCUPIED DWELLINGL, OR OTHER FACILITIES WITHIN A
ONE MILE RADIUS OF THIS LOCATION.

C ) ARCHEOLOGY:

THE LOCATION HAS BEEN SURVEYED AND THERE ARE NO ARCHAEOLOGICAL
HISTORICAL, OR CULTURAL SITES NEAR THE PROPOSED SITE. PLEASE
SEE THE ATTACHED ARCHAEOLOGICAL CLEARANCE MAP.

IF, DURING OPERATIONS , ANY ARCHAEOLOGICAL OR HISTORICAL SITES,
OR ANY OBJECTS OF ANTlUUI|Y (SUBJELI 10 THE ANlIQUITIES ACT OF
JUNE 8, 1906) ARE DISCOVERED, ALL OPERATIONS WHICH WOULD AFFECT
SUCH SITES ARE TO BE SUSPENDED AND THE DISCOVERY REPORTED
PROMPTLY TO THE SURFACE MANAGEMENT AGENCY.

D) WATER:

THE NEAREST WATER IS IN THE 301TOM OF LOWERS CANYON 1.5 MILES
TO THE NORTH.

E) WOOD:

A WOOD PERMIT WILL NOT BE REGUIRED FOR THIS LOCATION.

F ) SIGNS:

lHE APPROPRIATE SIGNS HAVE PEEN POSTED ÚR WILL BE WHEN
CONSTRUCTION ACTIVITIES START.

F)



NO PESTICIDES, HERBICIDES OR OTHER POSSIBLE HAZARDOUS CHEMICALS
SHALL BE USED WITHOUT PRIOR APPLICATION.

G) NOTIFICATION:

a) BLM, VERNAL UT
RALPH BROWN
(801-789-1362)

24 TO 48 HOURS BEFORE CONSTRUCTION OF THE LOCATION.
ALSO AFTER SITE CONSTRUCTlON AND BEFORE THE RIG MOVES IN.

b) BIA, FT. DUCHESNE UT
ROLAND MCCOOK
(801-722-2406)
24 TO 48 HOURS BEFORE CONSTRUCTION OF THE LOCATION.
ALSO AFTER SITE CONSTRUCTION AND BEFORE THE RIG MOVES IN.

c) UTE TRIBE, MINERALS DIVISION, FT. DUCHESNE
FERRON SECAKUKU
(801-722-4992)
24 TO 48 HOURS BEFORE CONSTRUCTION OF THE LOCATION.
ALSO AFTER SITE CONSTRUCTION AND BEFORE THE RIG MOVES IN.

H) FLARE PIT:

THE FLARE PIT WILL BE LCCATED A MINIMUM OF 30 FEET FROM THE
RESERVE PIT FENCE AND 100 FEET FROM THE BORE HOLE ON THE NORTH
EAST SIDE OF THE LOCATION, BETWEEN POINTS 5 AND 6 ON THE
LOCATION PLAT. ALL FLUIDS WILL BE REMOVED FROM THE PIT WITHIN
48 HOURS OF OCCURRENCE.

I) GRAZING PERMITTE:

UTE TRIBAL LIVE STOCK ENTERPRISES
FT. DUCHESNE UT.
(801-722-2406)

3) EAGLE NEST:

NO DRILLING OR LOCATION CONSTRUCTION WILL BE ALLOWED PRIOR TO
AUGUST 1, 1991 DUE TO THE EAGLE NEST WITHIN 1/2 MILE OF THE
PROPOSED



12. LESSEES OR OPERATOR'S REPRESENTATIVE AND CERTIFICATION

A) REPRESENTATIVE

NAME: WILLIAM A. RYAN

ADDRESS: ROCKY MOUNTAIN CONSULTING
3101 WEST 1790 SOUTH
VERNAL UTAH 84078

TELEPHONE NO.: 801-789-3983
801-R23-6152

ALL LEASE AND/OR UNIT OPERATIONS WILL BE CONDUCTED IN SUCH A
MANNER THAT FULL COMPLIANCE IS MADE WITH ALL APPLICABLE LAWS,
REGULATIONS, ONSHORE OIL AND GAS ORDERS, THE APPLICABLE LAWS,
REGULATIONS, AND ANY APPLICABLE NOllCES TO LESSEES. THE OPERATOR
IS FULLY RESPONSIBLE FOR THE ACTIONS OF HIS SUBCONTRACTORS. A
COPY OF THESE CONDITIONS WILL BE FURNISHED TO THE FIELD
REPRESENTATIVE TO INSURE COMPLIANCE.

THIS DRILLING PERMIT WILL BE VALID FOR A PERIOD OF ONE YEAR FROM
THE DATE OF APPROVAL. AFTER PERMIT TERMINATION, A NEW APPLICATION
WILL BE FILED FOR APPROVAL FOR ANY FUTURE OPERATIONS.

8) CERTIFICATION

I HEREBY CER1IFY THAT I, OR DERSONS UNDER MY DIRECT SUPERVISION,
HAVE INSPECTED THE PROPOSED DRILL -SITE ANL, ACCESS ROUTE; THAT I AM
FAMILIAR WITH THE CONDIlIONS WICH PRESENFLY EXIST; THAT THE
STATEMENT MADE IN THIS PLAN ARE, TO THE BEST OF MY KNOWLEDGE AND
BELIEF, TRUE AND CORRECT; AND THAT THE WOPK ALLOCIATED WITH THE
OPERATION PROPOSED HEREIN WILL BE PERFORMED BY ZINKE & TRUMBO LTO.
AND ITS CONTRACTORS AND SUt3-CONTRACTORS IN LONFORMITY WITH THIS
PLAN AND TERMS AND CONDITIONS WITH THÏ5 PLAN AND THE TERMS AND
CONDITIONS UNDER WHICH IT IS APPROVED.

DATE
WILLIAM A. RY
PETROLEUM ENG R
ROCKY MOUNTAI



Self-Certification Statement

The following self-certification statement is Provided per Federal
requirements dated June 15, 1988.

Please be advised that Zinke & 1rumbo LTD se considered to be the
operator of the following well:

Well Z&T Ute Tribal 12-22
NW1/4,SW1/4 ,Sec.22,T.5 S.,R.4 W.
Leaso BIA-14-20-·H62-3415
Duchesne County, Utah

Well Z&T Ute Tribal 16-21
SE1/4,5E1/4,Sec.21,T.5 S.,R.4 W.
Lease BIA-14-20-H62-3414
Duchesne County, Utah

Well Z&T Ute Tribal 4-21
NW1/4,NW1/4,Soc.21,T.5 S.,R.4 W.
Lease BIA-14-20-HC2-3414
Duchesne County, Utah

Well Z&T Ute Tribal 2-216
NW1/4,NE1/4 ,Sec.21,T.5 5. .1 .-3.

Lease BIA-14-20-H62-3414

Duchesne County, utah

Well Z&T Ute Tribal 14 lo
SE1/4,SWl/4,Sec.16,T.5 L. .4 W.
Lease BIA-14-20-H62-3413

Duchesne County, Utah

Well Z&T Ute Tribal 7-25

SW1/4,NE1/4,Sec.25,T.5 5. .4 W.
Lease BIA-14-20-H62-3537
Duchesne County, Utah

Zinke & Trumbo LTD is reoponsib e under the terms and conditions of
the lease for the operations conducted upon the lease lands".

William A. Rya
Rocky Mountain sulting
3101 W. 1790 S
Vernal, Utah 84078
801-789-3983
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CAUSE NO. 6 DATE
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April 23, 1991

Utah Division of Oil, Gas & Minin9 03 $" C
Att: Tammy Searing
Three Triad center, Suite 350 APR2 5 6
Salt Lake City, Utah 84180-1203

PE: Request for spacing exception NONOF
Well 4-21 Sec. 21.T.5 S.,R.4 W. OILGAS&.MINING

Gentlemen:

Zinke & Trumbo LTD respectfully requests a spacing exception
for the following well:

Z&f Ute Tribal 0-21

Lease Ute L4-20-H63-3414
Sec. 21, T.5 5.. R.4 W.

Please see the attached location plat for the subject well.

The well has been staked in the unorthodox location due to
topographic consideration. The location was determined to
be the best sight ,when all factors were considered at the
onsite inspection with the BLM, BIA, and Uto Tribe. Zinke &
Trumbo LTD is the holder of the full 640 acres lease in
Section 21, l .5 S.,R.4 W.

If you iequire additional information please feel free to
contact me at telephone number (803) 789-3993.

Yours Truly,

William A i

PeLroleum En naar
Rocky Mountain ConsulLing
3101 West 1790 South
Vernal, Utah 8407A

r,c:



ZINKE de TRUl(BO, LTD.
Well location, ZacT UTE TRIBALg4-21, located
as shown in the NW 1/4 NW 1/4 of Section 21,TSS, R4W U.SB.AU• T5S, R4W, U.S.8.acM. Duchesne County, Utah.

Maked Set Stoneser stone
NS9'46'16"W -

5261.38· BASIS OF ELEVATION

BENCHMARK LOCATEDIN THE NW 1/4 SW 1/4 OF SECilON
21. TSS, R4W, U.S.B.8M. TAKEN¶ROM THE DUCHESNE
SE QUADRANGLE,UTAH - DUCHESNECOUNTY,7.5 MINUTE
QUAD.(TOPOGRAPHICMAP) PUBLISHEDBY THEUNITED
STATES DEPARTMENTOF THE INTERIOR,GEOLOGICAL

r, ZAT UŒ WBAL p-21
SURVEY. SAID ELEVAT10NIS MARKEDAS BEING 6098

· Elev. Ungraded Ground = 6489' FEET.

APR251991 "

DIVISIONOF
TI.r se..., OILGAS&MINING

b
z

CERT1FICATE
THIS IS TO CER11FY THAT THE ABOW PLATWAS PREPARED FROM
FIELD Nolts OF AC1UAL SURWYS MADE SY ME OR UND£R MY

-- - SUPERVISION AND THAT THE SAME ARE TRUE AND CORRECT TO THE
BEST OF MY KNOWL£DGEAND DEUEF.

RECISTEREDLAND
L5URWYON

REC.STRAT10NNO. 3709
STATE OF UTAH

UmTAH ENGINEERING & IsAND SURVEYING
P. O. BOX 1768 - 86 SOUTH - 200 FASTSB9°47'W

- 80 08 (G.L.O.)
VERNAI, UTAH - 04078

SCALE DATE
BAS/S OF BEARINGS /5 7HE HEST 1" = 1000 2-16-91
L/NE OF 7HE SH' /,/4 OF SEC7/ON 16, PAAIY RETERENCES

A SECTIONCORNERS LOCATED· A vŠo ËO G 0. I R ATION
D.A. K.L. R.E.H. G.L.O. PLAT

10 BEAR NOOJ'If etAvuEn



State of Utah
DEPARTMENT OF NATURALRESOURCES

hormanH Bangerter
DIVISION OF OIL, GAS AND MINING

G. vrner
355 West North Temple

E 3 Tread Cenier Sote 350

Dianne R Nielson, Ph D Salt Lake Cily Ulah 54150 1203
DMsion Director 801 538 5340

May 2 1991

Zinke & Trumbo, Ltd
1202 East 33rd Street, Suite 100
Tulsa, Oklahoma 74105

Gentlemen.

Re. KST _UteTrib_(A-21_Viell 1089_feetirorn_the NortfLlines7_71 feet trointhe Vyest
line, NW NW, Section 21, Township 5 South, Range 4 West, Duchesne County,

Lah

Approval to dnfl the referenced well is hereby granted in accordance with Utah
Admin. R.6IS-3-3, subject to the following stipulation.

1. Pnor to commencement of drilling, receipt by the Division of evidence
providing assurance of an adequate and approved supply of water as
required by Utah Code Ann Section 73-3, Appropriation

In addition, the following actions are necessary to fully comply with this approval:

1. Spudding notification within 24 hours after dnlling operatlons commence.

2 Submittal of Entity Action Form 6, within five working days follcalng spudding
and whenever a change in operations or interests necessitates an entity
status change

3 Submittal of the Report of Water Encountered During Dnlling, Form 7

4 Prompt notification in the event it is necessary to plug and abandon the well
Notify R J Firth, Associate Director, (Office) (801) 538-5340, (Home)
571-6068, or JL Thompson, Lead Inspector, (Home) 298-9318

5 Compliance with the lequirements of Utah Admin R 615-3-20, Gas Flaring or
Venting

in eaunt opportun b omp



Page 2
Zlnke &Trumbo, Ltd.
Z&TUte Tribal 4-21
May 2, 1991

6. Prior to commencement of the proposed drilling operations, plans for facilities
for disposal of sanitary wastes at the drill site shall be submitted to the local
health department These drilling operations and any subsequent well
operations must be conducted in accordance with applicable state and local
health department regulations A list of local health departments and copies
of app)]cable regulations are available from the Division of Environmental
Health, Bureau of Drinking Water/Sanitation, telephone (80\) 538-6159.

7 This approval shall expire cae (1) year after date of issuance unless
substantial and continuous operation is underway or an appilcation for an
e×tension is made prior to the approval expiration date

The API number assigned to this well Is 43-013-31316.

Sincerely,

4

R
Associat Director, Oil & Gas

tas
Enclosures
cc Bureau of Land Management

Bureau of Indian Affairs
JL Thompson



UIAh!

an equal oppor un i

NArURAL RESOURCE:
0.i.

8 0
grieh0

- 38
33 riad Center. Suite 350, Salt Lake City. Ui

Page of

MONTHLYOIL AND GAS PRODUCTIONREPORT
AUG A I

Operator name and address

*ZINKE 6 TRUMBO, LTD· OLPt 4 Utah Account ÑO.1-

1202 E. 33RD ST., //100
TULSA OK 74105 Eqqggy; Report Period (Mont /Year)
ATTN: WAYNE K. TAYLOR

OiLGASS M!N Amended Report

Well Name Producing Days Production Volume
A_PI Number Entity Location Zone Oper Oil (BBL) Gas (MSCF) Water (BBL

BC UTE TR I BAL 4-22
4301330755 02620 055 obw 22 GRRv

s S. BRUNDAGE UTE TRIBAL 1-29
4301330964 02621 055 04W 29 GRRv /

. BC UTE TRIBAL #8-21
4301330829 08414 055 04W 21 GRRV

, B.C. UTE TRIBAL T6 T6
4301330841 09489 055 04W 16 GRRV

, T.C. UTE TRIBAL 9-23X

4301330933 09845 oss 04W 19 GRRv
5 BRUNDAGE CYN UTE TR I BAL 4-2
4301331131 09851 055 04W 27 GRRV /
S. COTTDNWOODRIDGE UTE TRIBA 1-20
4301330966 09925 055 04W 20 GRRv
UTE TRIBAL 5-13
4301331152 10421 055 OSW 13 GRRY
50WERS CYN UTE

TRIBAL¯/Í ¯ ¯¯

4301331280 11130 055 obw 21 GRRv /
Z 6 T UTE TRIBAL 7-19
4301331282 11131 OSS 04W 19 GRRv 3|

TOTAL

Comments (attach separate sheet necessary)

I have revievved ths report a,d cert « tne intor navon ic be act < pete Date -

LLL LEL A Eini_ . C - Telephone LE 189 96ß
Authorned signature

3LEASE COMPLETE FORMS IN BLACK
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an osual apper un i em

NAIURAL Af5OURCE'
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i
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$ B
53407rsed Center Surte 350 Sali Lake City ur 2Page--of

MONTHLYOlL AND GAS PRODUCTlONREPORT

Operator narr.e and address

ZINKE & TRUMBO, LTD Utah Account No -
1202 E. 33RD ST., Ñ\00
TULSA OK 74105 Report Period (Month/Year
ATTN: WAYNE K TAYLOR

Amended Report

Well Name Producing Days Produel ume
API Number Cnt,ty Lec_aigon_

, Oper Orl (DBU Gas (MSCF) Water BBL
• Z 6 7 UTE TRIBAL 10-2)

11133 055 OW 21 GRRV
I K Ts T UTE TRIBAL !)-IS

4301331284 I t 134 055 0 S GRR

TOTAL

Comments at ch separate sheet necessary

I have revievved ths report and certfy he infor anon tc ce accurate na compete Date

RU IML_b- - Tekphone . 6Û
Authorized signature

PLI ASE COMPL FTE FORMS IN BLACK



ZI NKE & TRUMBO. LTD
f2O2 EAST 33°3 TREET • SUITE IDO

TULSA OKLAHO 1A 74'35

ROBERT M ZingE 1918> 743 5096

DAVIO E TAUr180 FAy <918 743 5159

September 26, 1991

OCT0 2 1991
State of Utah
Department of Natural Resources ONiiL'h
Division of Oil Gas and Mining C4LOA17 lii'
Oil and Gas Conservation Division

' '
3 Triad Center, Suite 350 12-2 I

Salt Lake City, Utah 84180-1203 /(, 2 I

Attention: Mr. Ronald J. Firth
Associate Director ¿- 2

Re: Z&T Brundago Canyon Field ,

2 -
Casinghcad Gas Venting Issue 5 a - 2.)

/gjz

le - 2 ·

Gentlemen:

On behalf of Zinke & Trumbo, Ltd., I want to thank you and Mr.
Frank Mathews for meeting with Mr. Tom Concannon and me on
September 24, 1991 regarding tne above captioned field and the
current status of our efforts to securo gas gathering facilities
for the sub3ect area.

As I explained, Zinke & Trumbo, Ltd. and its partnets purchased
these properties from Lomax Operating Company early last year.
Immediately upon asswnption of operations, we began attempt3ng to
obtain the installation of the necessary gas gathering facil-
ities. This effort has involved the pursuit of many avenues
including detailed and lengthy negotiations with Koch Hydrocarbon
Company, Coors Energy Company, Sevco Pipeline Company, Questar
Pipeline Company and the Utc Indian Tribe

As we discussed, the entirety of these producing proporties are
located on Ute Tribal Lands This has presented a special and
extraordinary set or clicumstances which have resulted in
additional delays. However, I believe that as a result of our
discussions this past week with Mr. Rob Thompson, the Ute Tribal
Attorney, and other tribal and BIA officials and reptosentativos
from Questar Pipeline Company that a economically acceptable
arrangement is on the verge of being worked out to everyone's
satisfaction. This arrangement would involvo our instalJation of
the necessaty gathering facilttles from the Brundage Canyon Field
area to a mutually acceptable tap point on Questar's Mainline
#47. The tap point would probably be located in the



State of Utah
Septembor 26, 1991
Page 2 of 2

Butte Field area. It is our intention to have said facilities in
service no later than January 1, 1992. I have enclosed a map
reflecting the prelimanary route of this proposed gathering
system. I also would invite you to contact the tribe's legal
representative, Mr. Rob Thompson (303-444-2549) and/or the
Director of Business Development for Questar Pipeline Company,
Mr. Brice E. Bergquist (801-530-2033), in order to confirm the
current status of our discussions and the sub3ect pro]ect.

In light of all our efforts, as outlined above, and the
complications of the situation, I respectfully request the
continued patience of the State of Utah in regards to the venting
of casinghead gas from the sub3ect field . I feel any punitive
action aken at this Junc are, especially in the form of
stringent gas flaring rule enforcement, would ultimately be
detrimental to the successful outcome of this pro]ect. It would
also be detrimental to the Stace of Utah, the royalty owners, and
Zinke & Trumbo, Ltd. et al, vaa the reduction of revenues and
could reduce the amount of total amount of the ultimate recover-
able reserves Zinke & Trumbo, Ltd pledges its continued all
out effort to secure the necessary facilities and to keep your
office informed as to the status of our efforts.

If you have any questions regarding any aspect of this matter,
please do not hesitate to contact me.

Ro ort\M Zink-

2/krf s

closures
cc. Working terest Owners

Whiteing & Thompson
Attn. Mr. Rob Thompson

Questar Pipeline Company
Attn Mr Brice



f State of Utah
DEPARTMENT OF NATURALRESOURCFS

Norrmann.sangerte,
DIVISlON OF OfL, GAS AND MINING

Courner
355 West No<thTernp'e

E < os 3 Triad Center Sote 350

De ne R Nielson, Ph D Sali ta«e Cdy.Utan 808>1203

ty.mion thrator 801.535 5340

UTAH DIVISION OF OIL, GAS AND MINING
FACSIMILE TRANSMISSION COVER SHEET

DATE:

FAX#

ATTN:

COMPANY

FROM:

DEPARTMENT: «

NUMBER OF PAGES BEING SENT (INCLUDING THIS ONE) :

If you do not receive all of the pages, or if they are illegible,
please call (801) 538-5340.

We are sending from a Murata facsimile Machine. Our talacopier
number is (801) 359-3940.
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